
Lympstone Saling Club – Club Boats 

RS Vision Rigging Guide 

Mainsail: 

• The Vision’s mainsail is slightly smaller than the standard RS Vision so rigging takes a little 

practice. You are aiming to have about one foot of mast clear at the top of the sail. 

• The main halyard is blue with pink flecks. The upper part is sun bleached and the end that 

connects to the mainsail has a plastic bobble on the end. 

• The outhaul is also blue, with yellow flecks, and has a black plastic bobble on the end. 

• To rig the mainsail: 

1. Unroll mainsail. 

2. Attach halyard. To do this you form a loop near  the end of the halyard and push it through the 

cringle (the eye at the head of the sail), as shown below , but for the outhaul 

3.  
4. Then feed the plastic bobble through the loop and pull tight: 

5.  
6. This is the equivalent of the RS ‘knot-on-knot’ rigging for the RS Feva as well where a simple 

overhand knot takes the place of the plastic bobble. It is very secure. 

7. Thread the sail into the slot on the mast. From the starboard side of the boom – so that it 

doesn’t hit the GNAV (kicking strap) arrangement. 



8. Haul the sail up until it is about one foot (30cm) from the top of the mast and the tack (foot) is 

about six inches (15cm) above the boom gooseneck, just above the opening in the bolt-rope 

slot. When you have the mainsail in the correct position the boom will be approximately level 

when the clew of the sail is fitted to the boom (see 11, below) 

  

9. Secure the halyard on the large jamming cleat on the starboard side of the 

mast. 

10. The Cunningham (downhaul) has a purchase and comprises a thin blue line 

secured on the small cleat on the port side of the mast, below the large 

jammer for the jib halyard. It passes up, through a pulley and back down to 

the same cleat it is secured on. The line from the pulley is loose. It should 

be passed through the cringle on the tack of the mainsail and tied off on 

the split pin on the inboard end of the boom.  

 

11. Secure the outhaul to the clew in the same manner as the halyard (as 

shown above) and insert the slider into the boom slot and tension 

underneath the forward end of the boom. 

Jib: 

1. The jib has a wire halyard with a shackle on the end and it emerges as a white line from the 

centre of the mast at foredeck level. 

2. Secure the shackle to the head of the jib ensuring it is tightly fastened. 

3. Haul the jib up until the loop of the wire section emerges from the mast. 

4. Insert the hook from the purchase into the wire loop and tension, securing the purchase (thin 

blue line) in the large jammer , as shown in the picture below 
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5. In very windy conditions when you will need a lot of rig tension, ask someone to pull on the 

forestay to tension the rig while you secure the purchase of the jib halyard. 

Sail stowage after use: 

After use, please roll both sails. Please leave the jib attached at the tack and sitting on the foredeck 

of the boat, as shown below. Place the mainsail in the hull. The rolled sails are shown below: 

Hook of purchase 

in wire loop of jib 

halyard 

Secure jib purchase 

in large jammer 

Jib Halyard 



  

Mainsail neatly rolled (from the head) and ready to be stored in the hull 

Spinnaker: 

The spinnaker is currently correctly rigged and ready to go. Please do not change anything without 

talking to me (Chris Atkins) first - adjustments to its rigging are not easy and it takes a long time to 

correct any changes. If you do not know how to use the spinnaker, I’m happy to talk you through its use. 


